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Bressel und Lade

Basic equipment

Heavy duty front weights from 500kg to 1000kg weight with small dimensions and With SafetyWings
high density.

INFORMATION

* High density front weight with small dimensions

* External dimensions: Width: 1240 mm, depth: 620 mm, height: 990 mm

* Continuous shaft with special alloy

* Tractor's headlights have free sight

* Removable coupling

* Changeable stainless steel sign "Bressel und Lade" > More information about special designed signs <
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https://www.bressel-lade.de/de/wiki/Edelstahlschild
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Type Block: w/d/h Weight
MMS - FG 500 S-G 1240/620 /500 mm 500 kg
MMS - FG 600 S-G 1240/620 /500 mm 600 kg
MMS - FG 700 S-G 1240/620 /500 mm 700 kg
MMS - FG 800 S-G 1240/620 /500 mm 800 kg
MMS - FG 900 S-G 1240/620 /500 mm 900 kg
MMS - FG 1000 S-G 1240 /620 /500 mm 1000 kg

(2 LOADER QUICK COUPLER (INDICATE BRAND & TYPE)

Front hydraulic cat. Il
Front and tailhydraulic cat. 2 870mm middle-middle (with 2 adapter balls 3/2)

© spPeciAL EQUIPMENT

Color RAL 7043 - grey
B Color RAL 9005 - black
M Color similar to AGCO grey
M Color similar to John Deere green
Color RAL 2011 - orange
Stainless steel sign with Bressel und Lade Logo
Stainless steel sign with lettering/symbol from templates
Stainless steel sign with individual logo (vector grafic or HQ-jpg needed)

Alu-Dibond sign with printed individual logo
(vector grafic or HQ-jpg needed)

SafetyWings with daytime running lights and
turning lights - width 2320-2560mm + 65kg

® ReaDY

Delivery FCA at factory Visselhdvede (Transportcosts on request)
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Bressel und Lade

Part-No.

G10 GW-05
G10 GW-06
G10 GW-07
G10 GW-08
G10 GW-09
G10 GW-10

NE-19
NE-18

FA-02
FA-03
FA-11
FA-07
FA-05
KE-01
KE-98
KE-99
KE-AD

SW-01



